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(57) Abstract: Said method and corresponding device operate on a rotor (22), on which a substance (28), emitting quanta of light, is 
S arranged al al least one point, a radiation source (30), by means of which radiation may be emitted onto the rotating vane (22) and the 
fsj substance (28) arranged thereon, a sensor (38), by means of which the light quanta emitted by the substance (28) may be detected and 
^ an analytical circuit (46), by means of which the signal from the sensor (38) may be analysed to determine the vibrational behaviour 
W of the vane (22). 
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Vcroffcntlicht: 

— mil intemationalem Recherchenbericht 


Zur Erklarung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erklarungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT-Gazette verwiesen. 


(57) Z u sa mm e of as sung: Das erfindungsgemaBe Verfahren und die zugehorige Vorrichtung arbeiten mit einem Schaufelrad (22), 
an dem an mindestens einer Stelle eine lichtquantenemittierende Substanz (28) angeondnei ist, einer Strahlungsquelle (30), mit der 
Strahlung auf das rotierende Schaufelrad (22) und die daran angeordnele Substanz (28) ausgesendet werden kann, einem Sensor 
(38), mit dem an der Substanz (28) emittierte Lichtquanten ermittelt werden konnen und einer Auswerteschaltung (46), mit der das 
Signal des Sensors (38) zur Bestimmung des Schwingungsverhaltens des Schaufelrades (22) ausgewertet wird. 


